
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO. 907-107-14 CODE:  (IS) 
 
DATE: 05/22/2013 
 
SUBJECT: Contractor's Protection Plan 
 
Section 107, Legal Relations and Responsibility to Public, of the 2004 Edition of the Mississippi 
Standard Specifications for Road and Bridge Construction is hereby amended as follows: 
 
Delete in toto Subsection 107.22.1 on pages 65 and 66, and substitute the following. 
 
907-107.22.1--Contractor's Erosion Control Plan.  At the preconstruction conference or prior 
to starting any work on the project, the Contractor shall submit to the Project Engineer for 
concurrence a comprehensive erosion and siltation control plan.  The plan shall utilize temporary 
measures and permanent erosion control features to provide acceptable controls during all stages 
of construction.  If an early Notice to Proceed is desired, the Contractor’s Erosion Control Plan 
should be submitted to the Engineer as soon as possible after award since an approved erosion 
control plan is required for an early Notice to Proceed.   
 
Approximately 60 calendar days, the time between the Notice of Award and Notice to 
Proceed/Beginning of Contract Time in the proposal, has been allowed for the submittal and 
concurrence of the Contractor’s erosion control plan, MDOT’s review of the plan, and any 
revisions that may be necessary.  The original contract time shall not be adjusted unless delays 
are caused solely by the Department for the submission, review, and concurrence of the 
Contractor’s erosion control plan. 
 
As a minimum, the plan shall include the following: 
 

1. Erosion Control Plan (ECP) sheets or the plan profile sheets, 11” x 17” or larger, of all 
areas within the rights-of-way from the Beginning of the Project (BOP) to the End of the 
Project (EOP) showing the location of all temporary erosion control devices.  Erosion 
control devices should be identified by exact type, temporary or permanent, configuration, 
and placement of each item to prevent erosion and siltation.  A narrative of the Contractor’s 
temporary erosion control plan shall be submitted in a format similar to the form attached 
to this special provision, but must include the heading and sub-heading information.  As a 
minimum, the narrative shall include the following: 
 A detailed description, including locations (station numbers) of the Contractor’s 

proposed sequence of operations including, but not limited to, clearing and grubbing, 
excavation, drainage, and structures. 

 A detailed description, including locations, and best management practices (BMP) that 
will be used to prevent siltation and erosion from occurring during the Contractor’s 
proposed sequence of operations. 
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2. A copy of the certification for the Contractor’s Certified Erosion Control Person whose 
primary duty shall be monitoring and maintaining the effectiveness of the erosion control 
plan, BMPs, and compliance with the NPDES permit requirements. 

3. A plan for the disposal of waste materials on the project right-of-way which shall include 
but not be limited to the following: 
 containment and disposal of materials resulting from the cleaning (washing out) of 

concrete trucks that are delivering concrete to the project site.   
 containment and disposal of fuel / petroleum materials at staging areas on the project. 

 
The erosion and siltation control plan shall be maintained on the project site at all times, updated 
as work progresses to show changes due to revisions in the sequences of construction operations, 
replacement of inadequate BMPs, and the maintenance of BMPs.  Work shall not be started until 
an erosion control plan has been concurred with by the MDOT.  The Engineer will have the 
authority to suspend all work and/or withhold payments for failure of the Contractor to carry out 
provisions of MDEQ’s Storm Water Construction General Permit, the erosion control plan, 
updates to the erosion control plan, and /or proper maintenance of the BMPs. 
 
907-107.22.2--Clearing and Grubbing, Haul Roads, Waste Areas, Plant Sites or Other 
Areas Occupied by the Contractor.  Delete the fourth paragraph of Subsection 107.22.2 on 
page 66 and substitute the following. 
 
Unless otherwise determined by the Engineer from a study of overall job conditions, the exposed 
surface area of erodible material at any one time on this project shall not exceed 19 acres without 
prior approval by the Engineer. 
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EXAMPLE 
 MISSISSIPPI DEPARTMENT OF TRANSPORTATION 

Storm Water Pollution Prevention Plan (SWPPP) 
Narrative 

 
General Permit Coverage No: MSR  
Project Number:    
County:    
Route:    

 
SITE INFORMATION 

This project consists of grading and installing drainage structures necessary to construct approximately 6 
miles of parallel lanes on SR 31 between the Hinds County Line and the Rankin County Line.   
 

SEDIMENT AND EROSION CONTROLS 
VEGETATIVE CONTROLS: Clearing and grubbing areas will be minimized to comply with the buffer 
zones (minimum of 15 feet along the ROW lines and 5 feet along creeks) as per the contract documents.    
A combination of temporary and permanent grassing will be used to protect slopes as construction 
progresses.  Should a disturbed area be left undisturbed for 14 days or more, temporary or 
permanent vegetation will be placed within 7 calendar days. 
 
STRUCTURAL CONTROLS:  Gravel construction entrance/exit will be installed near Stations 145+50, 
159+50, 164+50 & 172+50.  Riprap ditch checks will be constructed at Stations 144+50, 151+75, 162+00 
& 166+25.  The Concrete washout area will be at Stations 140+25, 152+00 & 168+50. 
 
HOUSEKEEPING PRACTICES:  Structural BPM’s will be cleaned out when sediment reaches 1/3 to 1/2 
of the height of the BMP.  Maintenance and repair of equipment will be performed off-site, material wash 
out will occur either off-site or within designated wash out areas. 
 
POST-CONSTRUCTION CONTROL MEASURES:  As construction is completed, permanent vegetative 
growth will be established on disturbed soils to improve soil stability and provide a buffer zone for loose 
material.  Paved ditches and flumes will be placed as specified in the ECP to reduce erosion in 
concentrated flow areas and rip rap will be placed as specified to dissipate flow energy and reduce flow 
velocity. 
 

IMPLEMENTATION SEQUENCE 
Perimeter controls will be installed first.  Clearing and grubbing will be performed in 19-acre sections 
beginning at the BOP and temporary grassing will be installed as needed.  Temporary erosion control 
BMP’s will be installed at the drainage structures prior/during construction of the drainage structures.   
Grading activities will commence at the BOP and proceed towards the EOP, fill slopes will be 
permanently grassed in stages for fill heights that exceed 5 feet.  Base materials will be installed on 
completed grading sections with the paving to follow.   
 

MAINTENANCE PLAN 
All erosion and sediment control practices will be checked for stability and operation following every 
rainfall but in no case less than once every week.  Any needed repairs will be made immediately to 
maintain all practices as designed.  Sediment basins will be cleaned out when the level of sediment 
reaches 2.0 feet below the top of the riser.  Sediment will be removed from behind BMP’s  when it 
becomes about 1/3 to 1/2 height of BMP. 
    
Prime Contractor’s Signature Date 
 
    
Printed Name Title 


